
Copyright International Organization for Standardization 
Provided by IHS under license with ISO

Not for ResaleNo reproduction or networking permitted without license from IHS

-
-
`
,
,
,
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-



ISO 2884-2:2003(E) 

Copyright International Organization for Standardization 
Provided by IHS under license with ISO

Not for ResaleNo reproduction or networking permitted without license from IHS

--`,,,`-`-`,,`,,`,`,,`---



Copyright International Organization for Standardization 
Provided by IHS under license with ISO

Not for ResaleNo reproduction or networking permitted without license from IHS

-
-
`
,
,
,
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-



Copyright International Organization for Standardization 
Provided by IHS under license with ISO

Not for ResaleNo reproduction or networking permitted without license from IHS

-
-
`
,
,
,
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-



INTERNATIONAL STANDARD ISO 2884-2:2003(E)
 

© ISO 2003 — All rights reserved 1
 



ISO 2884-2:2003(E) © ISO 2003 — All rights reserved

3 Apparatus 
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3.2 Spindles (see Figure 2), of the following types: 

3.2.1 Disc spindle (type 1)
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3.3 Container, comprising a round paint can, as shown in Figure 3, with a capacity of 250 ml, a nominal 
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fluid until it reaches the correct level above the bottom of the container (see Figure 1). Then add fluid until the 
level reaches the line on the spindle shaft. During these operations, ensure that there are no air bubbles 
trapped in the fluid, paying special attention to the rotating surfaces and the container walls. Any air bubbles 
present may be removed by the use of a clean, pointed probe. 
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8 Expression of results 

Express the viscosity in pascal seconds (Pa⋅s). 

NOTE 1 Pa⋅s = 10 poise. 

9 Precision 

No precision data are currently available. Precision data will be added to this part of ISO 2884 when they have 
been determined. 

10 Test report 
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