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Paints and varnishes — Methods of exposure to laboratory 
light sources —

Part 2: 
Xenon-arc lamps

1 Scope

4ÈÉÓ ÐÁÒÔ ÏÆ )3/ ρφτχτ ÓÐÅÃÉПÉÅÓ ÍÅÔÈÏÄÓ ÆÏÒ ÅØÐÏÓÉÎÇ ÓÐÅÃÉÍÅÎÓ ÔÏ ØÅÎÏÎȤÁÒÃ ÌÉÇÈÔ ÉÎ ÔÈÅ ÐÒÅÓÅÎÃÅ ÏÆ 
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"ÒÁÓÓȟ ÓÔÅÅÌ ÏÒ ÃÏÐÐÅÒ ÓÈÁÌÌ ÎÏÔ ÂÅ ÕÓÅÄ ÉÎ ÔÈÅ ÖÉÃÉÎÉÔÙ ÏÆ ÔÈÅ ÔÅÓÔ ÓÐÅÃÉÍÅÎÓȢ 4ÈÅ ÂÁÃËÉÎÇ ÕÓÅÄ ÍÉÇÈÔ 
ÁÆÆÅÃÔ ÔÈÅ ÒÅÓÕÌÔÓȟ ÁÓ ÍÉÇÈÔ ÁÎÙ ÓÐÁÃÅ ÂÅÔ×ÅÅÎ ÔÈÅ ÂÁÃËÉÎÇ ÁÎÄ ÔÈÅ ÔÅÓÔ ÓÐÅÃÉÍÅÎȟ ÐÁÒÔÉÃÕÌÁÒÌÙ ×ÉÔÈ 
ÔÒÁÎÓÐÁÒÅÎÔ ÓÐÅÃÉÍÅÎÓȟ ÁÎÄ ÓÈÁÌÌ ÂÅ ÁÇÒÅÅÄ ÏÎ ÂÅÔ×ÅÅÎ ÔÈÅ ÉÎÔÅÒÅÓÔÅÄ ÐÁÒÔÉÅÓȢ

5.7 Apparatus to assess changes in properties

4ÈÅ ÁÐÐÁÒÁÔÕÓ ÒÅÑÕÉÒÅÄ ÂÙ ÔÈÅ )ÎÔÅÒÎÁÔÉÏÎÁÌ 3ÔÁÎÄÁÒÄÓ ÒÅÌÁÔÉÎÇ ÔÏ ÔÈÅ ÄÅÔÅÒÍÉÎÁÔÉÏÎ ÏÆ ÔÈÅ ÐÒÏÐÅÒÔÉÅÓ 
chosen for monitoring shall be used.

6 Test specimens
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Annex B 
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Table B.2 — Additional exposure cycles with temperature control by black-panel 
thermometer (BPT)
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